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RMP Series

Configurations

Rack-Mounted Silicon Surge
Suppression for 120 VAC Power

ISO9001 Certified

* Waveform as per IEEE C62.41 and C62.45.

-30 º C to +65 º C

50/60 Hz

<5 Nanoseconds

Operating Temperature

Service Frequency

Response Time (Max.)

Actual Applications
Rack mounted – radio, networking, telco

Nominal Service Voltages

Voltage Protection Levels
per UL1449 2nd Edition

Surge Current Ratings*

RMP Model

Dimensions

Features
DSE129 & DSRMP620AT
• DSE129 UL1449 2nd Edition Pending
• Six NEMA 5-15 outlets (DSE129)

• Six NEMA 5-20 outlets and RJ11 telephone (DSRMP620AT)

• Installs in standard 19” equipment rack
• Visual Status Indicators

DS1400
• Eight NEMA 5-20 outlets, four each side
• Two 20A 120 VAC input circuits
• UL1449 2nd Edition Pending

IEEE Location Category
& Exposure Rating

DSE129

120V 15A

1500A

330V

19”W X 1.75”H X 3.5”D
48.3 cm X 4.5 cm X 8.9 cm

A3

19”W X 3.5”H X 3.5”D
48.3 cm X 4.5 cm X 8.9 cm

DSRMP620AT

120V 20A

700A

330V

A3

19”W X 1.75”H X 4.5”D
48.3 cm X 4.5 cm X 11.4 cm

DS1400

120V 20A

1500A

330V

A3
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DSE129

DS1400

DSRMP620AT

Warranty Five (5) year unconditional warranty
Ten (10) year manufacturer warranty
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